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With over 30 years operational experience, you can count on ClearMatch 500 series water filters 1o remove suspended
materials, turbidity, odors, taste and chlorine in various water treatment applications.

The availability of a broad range of Enviromatch filtering media makes it possible o select a filter ideally suited for each
specific filtration requirement. The different types of minerals can be used alone or combined fogether for optimum result.

STANDARD FEATURES S ~\/~ILABLE OPTIONS B

+ Plastic stager Diaphragm Valves + Motorized PVC Ball Valves with PLC Confroller
Stager Operated + Pneumatic butterfly valves with PLC controller

+ Stager Controller for Automatic Backwash Cycle + Air scouring blowers & controls

+ NEMA 1 Enclosure + Backwash pump & controls

+ Electrical Supply: 110V/1 Ph/60Hz + Differential Pressure Initiation for Backwash

+ Time initiation for backwash + Differential Pressure Gauge

+ Carbon Steel Tank @ 100 psi Pressure Rating + Electrical Supply: 220V/1Ph/50Hz

+ Epoxy Lining Coating for Tank Interior + NEMA 4 Enclosures

+ Primer Red Coating for Tank Exterior + Tanks According to ASME Code

+ Epoxy Coating for Tank Exterior, Safety Blue Color + Rubber or Other Plastic Internal Lining

+ 11"x 15" Top Manway + Tank with Higher Pressure Rating

+ 4"x 6" Side Hand Hole + 316 SS or Galvanized Iron Face Piping

+ Schedule 80 PVC Face Piping + 316 SS or Galvanized Iron Internal Piping/Distributor

+ PP/PVC80 Internal Piping and Distributor + Duplex / Multiplex Systems

+ Operating Pressure 30 - 100 psi (2 - 6.9 bar) + Custom Designed Filter

+ Operating temperature 41-112°F(5 - 50°C)

+ Inlet/ Outlet Pressure Gauges

+ Air Vent Valve

+ Inlet / Outlet Sample Valves
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Flow Rates (GPM) Tank Size | Media Pipe Size (in.) Shipping
Model No. Weight
Avg. Max. BackWash | (D" x H") (Cu.Ft) Service Drain (Lbs)
Multi Media Filters (Turbidity Removal)
CM5-24-MM 47 63 47 24 X 54 8 1-1/2 1-1/2 1,315
CM5-30-MM 74 98 74 30 X 54 12 1-1/2 2 2,015
CM5-36-MM 106 141 106 36 X 60 18 2 2-1/2 2,970
CM5-42-MM 144 192 144 42 X 60 24 2-1/2 3 4,980
CM5-48-MM 188 251 188 48 X 60 32 3 3 6,300
CM5-54-MM 239 318 239 54 X 60 40 3 4 6,800
CM5-60-MM 295 393 295 60 X 60 50 3 4 9,770
CM5-66-MM 356 475 356 66 X 60 60 4 4 10,900
CM5-72-MM 424 565 424 72 X 60 71 4 4 14,150
CM5-78-MM 498 664 498 78 X 60 83 4 4 15,000
CM5-84-MM 577 769 577 84 X 60 96 6 6 16,150
CM5-90-MM 662 883 662 90 X 60 110 o) 6 17,000
CM5-96-MM 754 1005 754 96 X 60 126 6 6 18,250
CM5-102-MM 851 1134 851 102 X 60 142 6 6 19,750
CM5-108-MM 954 1272 954 108 X 60 160 8 8 22,500
CM5-114-MM 1063 1417 1063 114 X 60 177 8 8 25,750
CM5-120-MM 1178 1570 1178 120 X 60 196 8 8 29,750
Activated Carbon Filters (Color, Taste & Odor Removal)
CM5-20-AC 16 31 31 20 X 54 8 1 1 950
CM5-24-AC 13 31 31 24 X 54 8 1 1-1/2 1,450
CM5-30-AC 25 49 49 30 X 54 12 1-1/2 1-1/2 2,250
CM5-36-AC 35 71 71 36 X 60 18 1-1/2 2 3,950
CM5-42-AC 48 96 Q6 42 X 60 24 2 2 4,795
CM5-48-AC 63 126 126 48 X 60 31 2 2-1/2 5,500
CM5-54-AC 79 159 159 54 X 60 40 2 3 6,700
CM5-60-AC 98 196 196 60 X 60 49 2-1/2 3 7,850
CM5-66-AC 119 237 237 66 X 60 59 3 3 8,900
CM5-72-AC 141 283 283 72 X 60 71 3 4 10,150
CM5-78-AC 166 332 332 78 X 60 83 3 4 11,450
CM5-84-AC 192 385 385 84 X 60 96 3 4 12,750
CM5-90-AC 221 442 442 Q0 X 60 110 4 6 14,000
CM5-96-AC 251 502 502 96 X 60 126 4 6 15,900
CM5-102-AC 284 567 567 102 X 60 142 4 6 18,250
CM5-108-AC 318 636 636 108 X 60 159 4 6 20,950
CM5-114-AC 354 708 708 114 X 60 177 6 6 24,300
CM5-120-AC 393 785 785 120 X 60 196 6 6 25,850
* Specifications are subject to change without notice
Metric Units Flowrate (m*/hr) = GPM / 4.4 Media (m?®) = ft*/ 35.3 Weight (Kg) = Ibs /2.2 Dimensions (mm) = inch x 25.4
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